
teledynelecroy.com/static-dynamic-complete

Dynamic power analysis - capture more information

Complete test coverage - control system, power section, motor

Static power analysis - like a dedicated power analyzer

STATIC 
DYNAMIC
COMPLETE

350 MHz - 2 GHz 
Motor Drive Analyzer
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완벽한
분석

동적전력

정적전력

폭넓은테스트범위

•높은 대역폭의 12비트 오실로스코프 플랫폼에 구축

•제어 시스템, 인버터 하위 섹션 및 모터의 동작을 각
스위칭 주기에서 상호 연관성 분석

•모터 드라이브 엔지니어를 위한 하나의 장비, 하나의
솔루션

전력분석기

•테이블을 통한 평균값 표시

•전용 전력 분석기의 1% 내 정확도

•고조파 계산 및 벡터 디스플레이

VRMS = 281.74 V
IRMS = 115.86 mA
전력 = 27.065 W

2

인버터
하위섹션

모터

추가정보캡처

•긴 메모리
(수초에서 수분 정도의
캡처 시간)

•동적 특성을 파악하는
주기별 파형 분석

•동적 특성 변화를 관측
할 수 있는 Zoom+Gate

컨트롤
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모터

드라이브

엔지니어

에게

필요한것

3

3 상전기및기계전력및제어분석

모터드라이브분석기

• 짧은 순간 또는 긴 시간에서

신호 포착 - 모든 정보를 하

나의 디스플레이에 표시

• 벤치에서 3 상 전기 및 기계

전력 계산 수행

• 복잡한 전력, 제어 및 모터 동

작 상호 연관성 분석

S1

S3

S2 S4
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정적전력분석
전용 전력 분석기처럼, 로드, 회전속도

및 토크가 일정한 동작 상태에서 짧은

시간 또는 긴 시간에서 포착한 신호의

전압, 전류, 전력, 속도 및 토크의 평균값

을 측정 테이블에 표시합니다.

동적전력분석
장기간 동안 수천 회의 전력 주기를 캡

처합니다. 주기 별로 측정되는 파형 디

스플레이는 동적 동작을 이해하는 데 도

움이 됩니다. 동적 로드, 속도 및 토크 작

동 조건에서 Zoom+Gate를 사용하여 전

력 동작을 격리하고 제어 시스템 작동과

의 상관 관계를 분석합니다.

테스트범위
전력 및 임베디드 제어 시스템 모두에서

아날로그, 디지털, 센서 및 시리얼 데이

터 신호를 수집 및 표시합니다.  단일 장

치 스위칭 주기 정도의 짧은 기간 동안

의 제어 시스템 활동과 전력 시스템 동

작의 상관 관계를 분석합니다.

완벽한포착기능
(BW, SR, 분해능, 메모리, 아날로그, 디

지털, 센서, 시리얼 데이터)

동적특성

완벽한
분석

모터드라이브엔지니어에게필요한것

모터드라이브엔지니어는드라이브시스템의모든부분에
서의동작을이해해야합니다. 컨트롤, 센서, 장치및전력
파형을보고, 동적이벤트를이해하고, 어떤부분이든디버
깅할수있는유연성을갖추어야합니다.

모터드라이브분석기가그모든것을합니다.

– 12비트 분해능으로 최대 2 GHz, 10 GS/s, 5 Gpt
– 스타트업부터 과부하까지 동적 전력 분석

– 시간과 상관 관계가 있는 주기 별 전력 파형
– 포괄적 모터 인터페이스(토크, 속도, 각도, 전력)

– 고유한 Zoom+Gate 모드

– 2- 및 3-전력계 방법 지원

– 고조파 계산, 디스플레이 및 필터링(옵션)
– 벡터 디스플레이(옵션)
– HVD 시리즈 차동 프로브를 사용하여 최대 6000 

Vrms까지 절연

– 다양한 전류 측정 장치를 쉽게 연동할 수 있음

정적특성
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시간에 동작하는 컨트롤 시스템의
 
동작과 전력시스템 사이의 
 
상관관계를 분석합니다.
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텔레다인르크로이모터드라이브분석기테스트범위

모터드라이브분석기전체테스트범위
모터 드라이브 분석기는 아날로그, 디지털, 센서, 시리얼 데이터 또는 전력 신호를 수집하고 3상 전기 및 기계 전력 계산을

수행합니다. 분석에 필요한 거의 모든 것을 유연하게 포착하고 측정할 수 있습니다.

이와는 달리 단일 기능 전력 분석기는 정적 작동 조건에서 간단한 “블랙박스” 수치 분석만 제공합니다. 대부분의 오실로

스코프는 기본 내장된 제어 디버그 및 검증에 바람직하지만, 복잡한 드라이브 시스템 및 제어 시스템 분석을 위해 충분한

입력이 제공되지 않으며 전력 및 효율 값을 정밀하게 측정할 수 있는 분해능도 부족합니다.

전형적인전력분석기테스트범위 전형적인오실로스코프테스트범위
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상상할수있는이상의능력제공

1. Zoom+Gate모드
줌 기능을 사용하여 긴 신호 포착 시 결과를

특정 구역에 “게이트”합니다. 측정값이 바로

업데이트됩니다. 9페이지 참조.

2. 포괄적인기계적인터페이스
거의 모든 센서 유형을 지원합니다. 센서 없이

속도/토크를 추출합니다. 10페이지 참조.

3. 수치테이블
포착한 전체 신호에 대한 평균값을 사용자 정의
테이블에 표시합니다. 8페이지 참조.

4. 수직축확대
독립된 수직축 확대를 통해 파형 상세 정보를

캡처합니다.

5. 정교한고조파필터링
기본, 기본 + N 또는 범위로 결과를 제한합니다. 
(일부 옵션).

6. 유연하고직관적인그래픽설정
설정이 변경되면, 변경 조건에서 모든 측정값

을 다시 계산하여 측정 정확도를 보장합니다. 

모터드라이브분석기는모터, 드라이
브및컨트롤에대해다른무엇보다도
많은정보를제공합니다. 모두가원했
지만요구하는방법을몰랐던제품입
니다.

5
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7. Q-Scape멀티탭디스플레이
파형을 별개의 탭으로 구성한 후 한 번에 모두

보거나 한 번에 하나씩 볼 수 있습니다.

8. 멀티스테이지전력효율분석
각 단계별 효육과 전체 시스템의 효율을 계산합

니다.

9. 두대의 MDA 연결(16채널에대해)  
OscilloSYNC™를 사용하여 두 대의 MDA를 빠

르게 연결하고, 16 채널 모터드라이브 분석기

로 사용 합니다.

10. 주기별로측정되는파형디스플레이
테이블을 터치하여 시간에 대한 측정값의 변화

를 그래프로 표시합니다.

커서
파형 위에 커서를 놓고 드라이브 동작의 순간

값을 구할 수 있습니다.

통계테이블
테이블에 표시된 각각 항목에 대한 측정

통계값을 표시합니다.

벡터디스플레이
직관적인 6 벡터 디스플레이를 통해 3상 시스템
을 볼 수 있습니다(옵션). 8페이지 참조.

고조파계산
스펙트럼 파형 및 THD 주기 별 파형과 함께

고조파 값을 테이블에 표시합니다(옵션). 8페
이지 참조.

8

7

1

1

9

10

7

mda8000hd__print.pdf   7   2019-10-28   �� 3:35:27

eunsuk.sung
텍스트 상자
율  



8

측정값테이블

• 사용자 정의 가능 - 10행(소스) 12열(측정값)에
최대 120개 값 표시 가능.

• 주기 별 계산의 평균값 요약.

• 전체 스펙트럼 또는 기본파 중 선택 가능(고조
파 선택은 옵션).

• AC 입력 및 드라이브 출력 벡터 시스템 표시.

• 2개 동시 디스플레이.

• 벡터 및 숫자 데이터를 산술 평균 또는 벡터
평균으로 표시합니다.

• 기본, 고조파 범위 또는 단일 고조파와 디스플
레이 벡터로 조화롭게 필터링합니다.

• Zoom+Gate 기능과 함께 사용하여 동적 포착 또는
긴 신호 포착 중의 벡터 변동을 표시합니다.

고조파계산(옵션)
• 엄격한 소프트웨어 DFT 방법으로 원하는 주파

수 성분을 정교하게 분리합니다.

• AC 라인측(고정 주파수) 또는 인버터/드라이브
출력(가변 주파수)을 계산합니다.

• "기본 + N" 및 "범위" 선택을 고조파 필터 설정에
추가합니다.

• THD 계산 및 주기 별 파형.

• 고조파 차수 테이블 및 스펙트럼 디스플레이
(9개까지 동시에 가능).

정적전력분석

측정 소스와 형식을 빠르게 선택하여 평균값 수치 테이블에 표시할 수 있습니다.

벡터디스플레이(옵션)

3상 전력 시스템의 동시 벡터 뷰 2개를 표시하고, 이를 포착한 전압, 전류 및 기타
파형, 그리고 계산된 주기 별 파형과 상호 연관시킵니다.

단기 또는 장기 포착 중에 고조파를 캡처 및 계산하고, 결과를 스펙트럼 파형
디스플레이, 총 THD 값 또는 주기 별 THD 파형으로 표시합니다.
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주기별로측정되는파형
• 측정된 동작을 측정 주기 별 하나의 값씩 값

대 시간 파형으로 표시합니다.

• 간단한 설정 – 측정값 테이블을 터치하면
주기 별 파형이 표시됩니다.

• 다른 포착 신호와 시간 상관 관계 - 측정된
이상 현상 또는 예기치 않은 변화를 빠르게
확인 합니다.

• 모든 값의 전체 통계를 표시합니다.

• 수천 회의 동적 전력 주기 측정이 가능합니다.

• 분 단위 신호 포착 시간(예: 10 MS/s 샘플 속
도에 2.5 GS 메모리 = 4분 이상).

• 드라이브 시스템 동작에 대한 완전한 이해 -
스타트업, 로드 적용/해제 등.

• 드라이브 응답 문제를 제어 시스템 명령 또는
전력 섹션 장애와 연관시킵니다.

• 한 번 터치로 확대된 파형을 생성하여 측정값
을 확대된 영역으로 “게이트”합니다.

• 주기 별로 측정된 파형은 시간을 확대된 파형에
연결시키므로 문제를 쉽게 조사할 수 있습니다.

• 확대 위치를 변경하면 모든 측정값과 파형이 바
로 업데이트됩니다.

• 동적 드라이브 및 제어 시스템 동작에 대해
빠르고 깊이 있게 이해할 수 있습니다.

동적전력분석

주기 별 파형을 사용하여 전압, 전류 및 기타 신호를 캡처하고 동적 응답을 계산하여
복잡한 드라이브, 컨트롤 및 모터 동작을 보다 잘 이해합니다.

이 단순화한 예제는 전력 주기 별 THD 값 하나를 적용하여 시간대별로 플로팅한
전압 및 전류(하단의 마젠타색과 오렌지색 파형)의 THD를 나타낸 것입니다.

매우 긴 신호 포착 후 전체 데이터 세트의 값을 계산한 다음 Zoom+Gate 기능을
사용하여 확대 영역에 대한 파형 및 숫자 뷰를 얻을 수 있습니다.

동적드라이브응답

Zoom+Gate모드
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포괄적인모터인터페이스

동급최강의속도및토크인터페이스
• 9가지 속도 측정법, 5가지 토크 계산 또는 센서 인

터페이스가 제공됩니다.

• 외부 센서를 연결하지 않고 벤치에서 모터 전력을
계산합니다.

• 상 전류 측정 및 토크 상수에서 토크를 추출합니다.

• 고정자 주파수에서 속도를 추출합니다.

• 각도 추적 옵저버 필터 기능으로 제어 시스템
동작을 에뮬레이션 합니다.

• 계산된 속도, 토크 및 각도 값을 주기 별 파형으로
표시합니다.

디지털속도/토크센서지원
• 쿼드러처(Quaddrature) 인코더, BLDC 홀 센서(Hall

Sensor) 및 펄스 타코미터 지원.

• 디지털 입력을 사용하여 디지털 센서 신호를
캡처하고, 아날로그 채널은 다른 용도를 위해
보존합니다.

• 시리얼 데이터 신호에서 속도 및 토크 정보를
추출합니다(시리얼 데이터 TDME 패키지는 옵
션).

복잡한속도센서지원
• SinCos, 리졸버 및 KMZ60 센서 지원.

• 순간 모터 축 각도 값을 계산합니다.

• 회전자 자기장 각도에 대해 모터 축 각도를
수정합니다.

• 각도 추적 옵저버 필터 기능으로 제어 시스템
동작과의 상관 관계를 개선합니다.

속도, 각도 및 토크를 계산하는 14개 방법 - 가장 많은 인터페이스를 제공
합니다..

속도 데이터는 디지털 CAN 인코딩된 시리얼 데이터에서 추출되어, 신호가 직접
측정된 것처럼 아날로그 속도 주기 별 파형으로 표현됩니다.

속도와 각도는 사용자 정의된 각도 추적 옵저버를 적용하여 리졸버의 아날로그
사인, 코사인 및 여기 주파수 신호에서 계산됩니다.
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매우짧은기간동안의전력계산
• 전력 계산을 위해 짧은 기간(예: 장치 전환

주기, QEI 펄스 기간)을 사용합니다.

• 제어 시스템 변경에 대한 순간 드라이브
시스템 응답 시간을 쉽게 검증합니다(예: 
벡터 FOC, DB-DTFC).

• 계산된 전력, 속도, 토크 등의 값에 대해 높은
주파수 분해능을 적용한 스펙트럼 분석을 수
행합니다.

• 전력 구간 동작과 시간으로 상호 연관된
아날로그, 디지털 또는 시리얼 데이터 제
어 신호를 표시합니다.

• 제어 시스템에서 계산 또는 측정된 응답을 실제
드라이브 및 모터 동작과 비교합니다.

• 결함 및 장애에 대한 직관적 이해를 위해 전력
구간 동작을 계산하여 주기 별 파형으로 표시합
니다.

• 실시간 신호 포착에 따라 실시간으로 업데이
트되는 측정을 수행하므로 보다 빠른 디버그
및 최적화가 가능합니다.

• 측정된 데이터 및 모터 상수에서 손실을 계산
및 플로팅합니다.

• 추가 상수를 이용해 계산된 숫자 값에 대해
연산을 수행하여 추가 결과를 도출합니다.

• 복잡한 시스템에 대한 와인딩(Winding) 밸런스
를 도출합니다.

전력이 측정되어 각 순간 장치 전환 주기에 대한 주기 별 파형을
표시하여 회전자 플럭스 변경 명령에 따른 동작을 확인합니다.

전력구간을제어시스템동작과상호연결

드라이브 제어 및 피드백 신호가 드라이브 출력 전압과 전류 및 계산된 전력 파형과
비교되므로 모터 반전이 정확히 이루어지는지 확인할 수 있습니다.

복잡한계산및산술

측정된 손실이 드라이브 제어 시스템에서 추정한 손실과 비교되며, 
측정된 손실을 코어(철) 및 로드(구리) 손실로 분리하기 위해 추가 계산이 이루어집니다.

완벽한측정
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Measurement Locations AC Input, DC Bus (Link), Drive Output, Mechanical Output
AC Input: 1-phase / 2-wire (1V1A); 1-phase / 3-wire (2V/2A); 3-phase / 3-wire (2V2A); 3-phase / 3-wire (3V3A); 
3-phase / 4-wire (3V3A); None
DC Bus: 1-phase / 2-wire (1V1A); None
Drive Output:  1-phase / Half-Bridge (1V1A); 1-phase / Full-Bridge (1V1A); 3-phase / 3-wire (2V2A); 3-phase / 3-wire 
(3V3A); 3-phase / 4-wire (3V3A); None

Harmonic Filter
Fundamental + N (harmonics) or Range (maximum 50th harmonic in both cases).

Sync (per-cycle) Measurement Signal Independently settable for AC Input, DC Bus, Drive Output and Mechanical Output.  

Source can be any input analog channel, memory trace or math function. 
Voltage Measurement Method Line-Line or Line-Neutral (with L-L to L-N conversion supported)
Calculation Waveform Sources Any input channel or stored memory trace

Voltage RMS voltage, AC Voltage, DC Voltage, Peak Positive Voltage, Peak Negative Voltage, Peak-Peak Voltage,  
Voltage Crest Factor, Voltage Total Harmonic Distortion (THD) (with the  option)

Current RMS Current, AC Current, DC Current, Peak Positive Current, Peak Negative Current, Peak-Peak Current,  
Current Crest Factor, Current Total Harmonic Distortion (THD) (with the  option)
Real, Apparent and Reactive Power, Peak Positive Real Power, Peak Negative Real Power, Power Total Harmonic 
Distortion (THD) (with the   option), Power Factor, Phase Angle, Incremental Ef-

Motor Mechanical
Power, AC induction motor Slip

Source Selections Voltage: Va, Vb, Vc, Va-b, Vb-c, Vc-a, Vr, Vs, Vt, Vr-s, Vs-t, Vt-r, Ia, Ib, Ic, Ir, Is, It, Vbus, Ibus, Mechanical. 
Up to 10 rows (sources) and 12 columns (measurements) may be displayed in the table at any time.  

Per-cycle Waveforms and Statistics
Waveforms A time-correlated waveform of any per-cycle Numerics Table measurement parameter may be created and dis-

played anywhere on the grid. Up to 12 detailed per-cycle Waveforms may be displayed at one time, with up to 40 
waveforms total (channels, memories, zooms, math and per-cycle Waveforms) displayed at any one time.

Statistics Detailed statistics on up to 12 per-cycle Numerics Table measurement parameters may be displayed at one time.

Zoom+Gate Mode
Operation Zoom+Gate creates zooms of all voltage, current and mechanical signals (analog or digital) and simultaneously 

gates the Numerics and Statistics tables to the zoomed area. Displayed per-cycle Waveforms are simultaneously 
time-correlated to the zoomed area. Scroll through the full acquisition using zoom position and ratio (size) controls 
and view instantaneous updates of table values. 

Motor Mechanical Interface
Speed + Direction Analog Tachometer (0-x Vdc = Speed). Source is analog input.

Digital Tachometer (x pulse/revolution = speed). Source may be digital or analog input.
Applied Voltage.  Source is one analog input. 
Controlled Area Network (CAN) Serial Data.  Source is CAN message with embedded digital data.  CANbus TD or 
TDME option must be ordered separately.

-
plied to this selection.

Speed + Direction + Angle Resolver. Source is three analog inputs.
SinCos. Source is two analog inputs. 
KMZ60. Source is two analog inputs.
Quadrature Encoder Interface (QEI) (A, B and optional Z input). Source may be digital or analog input.

Torque Analog 0-Vdc = Torque.  Source is one analog input. 
Analog mV/V = Torque.  Source is one analog input. 
Analog Frequency Modulated = Torque.  Source is one analog input. 
Motor Constant K * Current = Torque.  Source is MDA calculated per-cycle current value.
Controlled Area Network (CAN) Serial Data = Torque.  Source is CAN message with embedded digital data.  CANbus 
TDME option must be ordered separately.

Typical Accuracy
Voltage, Current and Power

Recommended voltage probe (line-line voltage sensing): Teledyne LeCroy HVD Series High Voltage Differential 
Probe (1 kV, 2 kV and 6 kV isolated models available).
Recommended voltage probe (line-neutral or line-reference voltage sensing): Teledyne LeCroy HVD Series HV Differ-

Recommended current probes: Teledyne LeCroy CP Series Current Probes.
Other voltage and current measurement devices may be interfaced to the oscilloscope and analysis software using 
built-in  rescaling and unit selection capabilities.  The CA10 current sensor adapter provides programmability for 
rescaling and unit selection.

CAPABILITIES AND PERFORMANCE
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Fundamental Frequency Detection Fixed Frequency detection mode (for Line AC inputs only) or Varying Frequency detection mode (for Line AC inputs 
or Inverter PWM outputs).

Number of Harmonics Calculated Up to 100 (Fixed Frequency) or up to 50 (Varying Frequency)
Harmonics Table and Spectral Wave-
form Display

Values by Harmonic Order for up to nine quantities (Voltage, Current and Power) for any or all of three phases (lim-
ited to Voltage and Current in Fixed Frequency mode).

Units/Limits Selection  

Number of Vector Displays Two: one for AC Input and one for Drive Output
Vector Display Selection Arithmetic or Vector Sum
Display Information Volts, Amps and Phase Angle for each vector

Acquisition Memory
OscilloSYNC™ Technology (16ch) Combine two MDAs into a single, 16-channel acquisition system. OscilloSYNC option enables the display and con-

trol of 16 time-synchronized channels on one MDA after making a simple BNC and Ethernet connection between 
two instruments.

Mixed Signal Oscilloscope
trigger and use of digital logic lines for mechanical speed sensing and serial data clock, data and chip select prob-
ing. Optional serial data trigger and decode software available.

Serial Triggers, Decode, 
Measure/Graph and Eye Diagram

Optionally available: I2C, SPI, UART-RS232, CAN, CAN FD, LIN, FlexRay, ARINC429, Audio (I2S), DPHY, DigRF3G, 
DigRFv4, DPHY, ENET, I3C, Manchester, MDIO, MIL1553, NRZ, SENT, SpaceWire, SPMI, USB2,  USB2-HSIC, and 

TDME options provide automatic serial message timing measurements, serial (digital) data extraction and conver-
sion (D-A capability), and eye diagrams.

Probes and Accessories A comprehensive list of voltage and current probes is supported on the Motor Drive Analyzer.  Additionally, rack-
mounts, carts, cases, additional removable drives, GPIB interface and CPU RAM upgrades are also available.

Other Application Software Packages Power (Semiconductor Device and Switch-mode Power Supply) Analysis, Digital Filtering, Clock+Timing Jitter, Serial 
Data Jitter, Serial Data Compliance, Spectrum Analysis, EMC/EMI Measurements, and Developer’s Toolkit.

 
Motor Drive Analyzer when purchased with the THREEPHASEPOWER software option. 

THREEPHASEPOWER on 
HDO6000A & WavePro HD

THREEPHASEPOWER on 
WaveRunner 8000HD

MDA 8000HD 
Motor Drive Analyzer

Analog Input Channels 4 8 (16 with OscilloSYNC) 8 (16 with OscilloSYNC)

Digital Input Channels 16 (on -MS models) 16 (with MSO option) 16 (with MSO option)

Resolution 12 bits 12 bits 12 bits

Bandwidth 350 MHz - 8 GHz 350 MHz - 2 GHz 350 MHz - 2 GHz

1-Phase Power Analysis

3-Phase Power Analysis
(2-wattmeter method only)

Mechanical Power Analysis X X

X-Y Traces X X

Harmonics Calc Option

Vector Display Option
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ORDERING INFORMATION
Product Description Product Code

MDA 8000HD Motor Drive Analyzers
 

capacitive touch screen and UHD (4k) extended 
desktop. Includes 3-phase Electrical and 
Mechanical Power Analysis Software.

 

capacitive touch screen and UHD (4k) extended 
desktop. Includes 3-phase Electrical and 
Mechanical Power Analysis Software.

touch screen and UHD (4k) extended desktop.
Includes 3-phase Electrical and Mechanical Power 
Analysis Software.

touch screen and UHD (4k) extended desktop.
Includes 3-phase Electrical and Mechanical Power 
Analysis Software.

Included with Standard Configurations
÷10, 500 MHz Passive Probe (Qty. 4), Protective Cover, Getting Started 
Guide, MDA Software Instruction Manual, Microsoft Windows® 10, 

the Destination Country, 3-year Warranty

Motor Drive Analyzer Power Analysis Options
3-phase Harmonics Calculation  
Option 
Vector Analysis Option (Available early 2020)

Memory Upgrade Options

CPU, Computer and Other Hardware Options
Additional Standard Solid State Drive
16 GB to 32 GB CPU RAM Upgrade*

* 32 GB RAM upgrade is included with all memory upgrade options.

Oscilloscope Synchronization Options
16-Channel OscilloSYNC Software (combine  

Mixed Signal Option (incl. 16-channel digital leadset,  
22 extra large gripper probes, 20 ground extenders,  
5 flexible ground leads and license)
MSO License (without accessories)

Product Description Product Code

Serial Trigger and Decode Options
MIL-STD-1553 Trigger & Decode
MIL-STD-1553 Trigger, Decode,  
Measure/Graph & Eye Diagram 

ARINC 429 Symbolic Decode
ARINC 429 Symbolic Decode, 
Measure/Graph &Eye Diagram
AudioBus Trigger & Decode
AudioBus Trigger, Decode & Graph
CAN FD Trigger & Decode
CAN FD Trigger, Decode,  
Measure/Graph & Eye Diagram 
CAN FD Symbolic Trigger,  
Decode, Measure/Graph,  
& Eye Diagram
CAN Trigger & Decode
CAN Trigger, Decode,  
Measure/Graph & Eye Diagram 
CAN Symbolic Trigger, Decode,  
Measure/Graph & Eye Diagram 
DigRF 3G Decode
DigRF V4 Decode
MIPI D-PHY CSI-2 & DSI Decode
Embedded Bundle: I2C, SPI, UART-RS232 
Trigger & Decode
Embedded Bundle: I2C, SPI, UART-RS232  
Trigger, Decode, Measure/Graph,  
& Eye Diagram
ENET Decode
FlexRay Trigger & Decode
FlexRay Trigger, Decode,  
Measure/Graph & Physical Layer Tests
I2C Trigger & Decode
I2C Trigger, Decode,  
Measure/Graph & Eye Diagram
I3C Trigger & Decode
I3C Trigger, Decode,  
Measure/Graph & Eye Diagram
LIN Trigger & Decode
LIN Trigger, Decode,  
Measure/Graph & Eye Diagram
Manchester Decode
MDIO Decode
NRZ Decode
SENT Trigger & Decode
SENT Trigger, Decode, 
Measure/Graph & Eye Diagram
SpaceWire Decode
SPI Trigger & Decode
SPI Trigger, Decode,  
Measure/Graph & Eye Diagram
SPMI Trigger & Decode
SPMI Trigger, Decode,  
Measure/Graph & Eye Diagram
UART-RS232 Trigger & Decode
UART-RS232 Trigger, Decode,  
Measure/Graph & Eye Diagram
USB 2.0 Trigger & Decode
USB 2.0 Trigger, Decode,  
Measure/Graph & Eye Diagram
USB 2.0 HSIC Decode
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ORDERING INFORMATION
Product Description Product Code

Serial Data Compliance Test Options
QualiPHY 1000Base-T1 Compliance Software QPHY-1000BASE-T1*

QualiPHY BroadR-Reach Software QPHY-BROADR-REACH*

QualiPHY Ethernet 10/100/1000BT Software QPHY-ENET*

QualiPHY MOST150 Software QPHY-MOST150
QualiPHY MOST50 Software QPHY-MOST50
QualiPHY USB 2.0 Software QPHY-USB‡

10/100/1000Base-T Ethernet Test Fixture TF-ENET-B**

USB 2.0 Compliance Test Fixture TF-USB-B

* TF-ENET-B required    ‡ TF-USB-B required 

100Base-T1 and 1000Base-T1  
Debug Toolkit 
Automotive Ethernet Breakout Test Fixture for 
100Base-T1 and 1000Base-T1 Debug Toolkit

TF-AUTO-ENET

Serial Data Analysis Options
Serial Data Analysis Software (single-lane eye,  
jitter and noise measurements)
Eye Doctor II Software (channel & fixture  
de-embedding/emulation, Tx/Rx equalization)
Virtual Probe Software (advanced  
de-embedding, emulation and virtual probing)
Serial Data Mask Software 
Cable De-Embedding Software

Power Analysis Options
Power Analyzer Software 
Digital Power Management Analysis

Jitter Analysis Options
JitKit Software (clock/clock-data jitter analysis  
with statistical, spectral and jitter overlay)

Digital Filtering Options
Digital Filter Software

Other Software Options
EMC Pulse Parameter 
Spectrum Analyzer and Advanced FFT 
VectorLinQ Vector Signal Analysis 
Advanced Customization 

Remote Control/Network Options
External USB2 to GPIB Adaptor USB2-GPIB

General Accessories 

Instrument Cart (with additional shelf and drawer) OC1024-A

Product Description Product Code

Power/Voltage Rail Probe with 4 GHz bandwidth,  RP4030

High Voltage Fiber Optic Probe, 60 MHz bandwidth HVFO103
PP021
PP025

1 GHz, 0.9 pF, 1 M  High Impedance Active Probe ZS1000
Set of 4 ZS1000 Active Probes ZS1000-QUADPAK
1.5 GHz, 0.9 pF, 1 M High Impedance Active Probe ZS1500
Set of 4 ZS1500 Active Probes ZS1500-QUADPAK
200 MHz, 3.5 pF, 1 M  Active Differential Probe, ±20 V ZD200

ZD500
ZD1000
ZD1500

500 MHz, Active Differential Probe (÷1, ÷10, ÷100) AP033
30 A, 10 MHz Current Probe -  
AC/DC, 30 Arms, 50 A peak pulse, 3-meter cable

CP030-3M

30 A, 50 MHz Current Probe -  
AC/DC, 30 Arms, 50 A peak pulse, 1.5-meter cable

CP030

30 A, 50 MHz High Sensitivity Current Probe -  
AC/DC, 30 Arms, 50 A peak pulse, 1.5-meter cable

CP030A

30 A, 100 MHz Current Probe -  
AC/DC, 30 Arms, 50 A peak pulse, 1.5-meter cable

CP031

30A, 100 MHz High Sensitivity Current Probe -  
AC/DC, 30 Arms, 50 A peak pulse, 1.5-meter cable

CP031A

150 A, 10 MHz Current Probe -  
AC/DC, 150 Arms; 500 A peak pulse, 2-meter cable

CP150

150 A, 5 MHz Current Probe -  
AC/DC, 150 Arms, 500 A peak pulse, 6-meter cable

CP150-6M

500 A, 2 MHz Current Probe -  
AC/DC, 500 Arms, 700 A peak pulse, 6-meter cable

CP500

Deskew Calibration Source DCS025
Programmable Current Sensor to ProBus Adapter  
(for third-party current sensors)

CA10

Set of 4 CA10 Programmable Current Sensor to  
ProBus Adapters (for third-party current sensors)

CA10-QUADPAK

HVP120
100:1 400 MHz 50 M  4 kV High-Voltage Probe PPE4KV
1000:1 400 MHz 50 M  5 kV High-Voltage Probe PPE5KV
1000:1 400 MHz 5 M 50 M  6 kV High-Voltage Probe PPE6KV
TekProbe to ProBus Probe Adapter TPA10
Optical-to-Electrical Converter,  OE425

Optical-to-Electrical Converter,  
950-1630 nm ProBus BNC Connector

OE455

1 kV, 25 MHz High Voltage Differential Probe HVD3102A
1 kV, 25 MHz High Voltage Differential Probe 
(without tip accessories)

HVD3102A-NOACC

1 kV, 120 MHz High Voltage Differential Probe HVD3106A
1 kV, 120 MHz High Voltage Differential 
Probe (without tip accessories)

HVD3106A-NOACC

 
6-meter Cable and Auto Zero Disconnect

HVD3106A-6M

2 kV, 120 MHz High Voltage Differential Probe HVD3206A
 

6-meter Cable and Auto Zero Disconnect
HVD3206A-6M

6 kV, 100 MHz High Voltage Differential Probe HVD3605A
700 V, 25 MHz High-Voltage Differential Probe (÷10, ÷100) AP031
7.5 GHz Low Capacitance Passive Probe PP066

mda8000hd__print.pdf   15   2019-10-28   �� 3:35:29



 
Product or brand names are trademarks or requested trademarks of their respective holders. 

 1-800-5-LeCroy  
teledynelecroy.com

Customer Service
T
fully warranted for three years and our probes are warranted for one year.

This warranty includes: 
• No charge for return shipping 
• Long-term 7-year support 
• Upgrade to latest software at no charge
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